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•	 for	6,12,	24	or	36v	systems

•	 All	feature	Alternator	field	disconnect	(Afd)	allowing	selection	of	any	position,		
including	“off,”	without	damage	to	alternator	or	electrical	system

•		updated	color	scheme	and	new	ergonomically	styled	knob

•	Built	with	heavy-duty	copper	sweep	contacts	to	ensure	positive	circuit	control

•	Rugged	internal	components	protected	by	a	tough,	impact	resistant	polycarbon-
ate	housing	that	is	impervious	to	the	elements

•	Add	-B	to	part	number	to	order	OEM	version	(Bulk)

2303A 2304A 

Battery	Selector		Switch
Continuous Amps: 360
Momentary Amps: 600

Heavy	-duty	On/Off	Switch
Continuous Amps: 450
Momentary Amps: 800

Extra-duty	On/Off	Switch
Continuous Amps: 600
Momentary Amps: 1000

Heavy Duty Diesel Power Battery Switches

AFD AFD

•	 Heavy-duty	copper	sweep	contacts

•	 Positive	click-stop	on	all	positions

•	 “Make	before	break”	contacts	allow																	
selection	of	all	positions	except	“Off”										
while	engine	is	running

•	 use	with	6,	12,	24	or	36v	systems	

Exclusive flat 360 “sweep” contact design 
provides up to 60% more contact area 
than other switch designs.

Alternator	field	disconnect	(Afd) 
Allows selection of any position, including “Off,” 
without damage to alternator or electrical system. 
AFD is required on some electrical systems.

2300A

•		new	design	is	easy	to	retrofit	into		 								
	existing	hole	patterns

•		Built-in	skirt	protects	connections

•		Surface	or	rear	panel	mounting

•		Marine	grade	construction


