
Instructions for Mega-Light™ Utility     #3300

Mega-Light™ energy efficient utility light uses approximately 1 amp-hour per night (just 0.11 amps

at 12 volts). Very low drain on your boat, car or RV’s 12 volt battery—can run continuously for over

700 hours on an 80 amp hour battery.Turns on automatically at dusk and off at dawn; no switch need-

ed. Includes 4.6 m cable with fused cigarette lighter plug. Surge protected. Dual lenses: Fresnel for

2 nautical mile (3.7 K) visibility, 1:1 for area lighting. 100% waterproof O-ring seals lens to base.

Mega-Light is great for camping, fishing, boating, RV or automobile.

Instructions  Insert plug into cigarette lighter. Extremely low current draw—just 0.11 amps at 12

volts. A light sensor switches the light on and off; no manual switch needed.

In addition to the 0.11 amp low current bulb, Mega-Light comes with an extra bright bulb. Extra bright

bulb draws 0.32 amps and is more than twice as bright as the low current bulb.

Use triangular bracket to hang or tie your Mega-Light in position. Slide bracket along cord to adjust.
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Replacement Parts
Contact your dealer or Davis Instruments for replacement parts.

3330 Spare Bulbs: extra bright bulb and super low current bulb

R3300A Triangular Cord Hanger

R3300B Cigarette Lighter Plug with fuse

R3300C Spare Lens


