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For Use with 
Locking-
Collar Pole

911490

For Use 
with 
Standard 
Pole

91022

Vertical Mount with Pin Contacts for Straight Poles
Can be mounted on flat windshield frame and includes a “V” adapter for mounting on 
angled windshield frame. Also for use as a transom mount in open utility boats. Black 
plastic with hinged lid that closes to keep dirt and water out when stowed away. Two holes 
for #8 screws. Includes 7-1/2" hard wire leads for connection to 12V DC power supply.
• Dimensions: 4-1/4" x 1-1/2" x 1-1/8"
• Contacts are nickel-plated to resist corrosion and multi-crimped for durability.
• Wire leads are tinned for corrosion-resistance.

Light Base Use with Pole Light

911370
LED Anti-Glare: 5570 Series
Bi-Color: 5091 Series 
Frosted Globe: 5100 Series 
Anti-Glare: 5300 Series

Description OEM Part # Part #
2-Pin, Black 911490-1 —

Oval 2-Pin Base for Angled Pole
This resilient 2-pin base is used for angled pole lights with locking-collars. 
Ideal for installation in close quarters, such as narrow gunwales or deck 
areas. Narrow base has a soft rubber cover with a gasket to seal the socket.
• Contacts are nickel-plated to resist corrosion and multi-crimped for durability.
• Wire leads are tinned for corrosion-resistance.

Light Base Use with Pole Light

91022
Frosted Globe: 5110 Series
Anti-Glare: 5310, 5330 and 5340 Series
LED Anti-Glare: 5530 and 5540 Series
Bi-Color: 5091 Series

Description OEM Part # Part #
2-Pin, Black 91022-1 91022-7

911339For Use 
with 
Standard 
Pole

Rectangle 2-Pin Base for 12° Angled Pole
Swivel cover protects the socket when light is stowed away. Socket is keyed to 
prevent incorrect insertion of pole light. Three countersunk holes for 
installation fasteners. Includes 7-1/2" hard wire leads for connection to 12V DC 
power supply.
• Dimensions: 4" x 1-5/8". 1-3/8" dia. installation hole size.
• Contacts are nickel-plated to resist corrosion and multi-crimped for durability.
• Wire leads are tinned for corrosion-resistance.

Light Base Use with Pole Light

911339
Frosted Globe: 5110 Series
Anti-Glare: 5300 Series
Bi-Color: 5091 Series

Description OEM Part # Part #
2-Pin, ZAMAK 911339-1 911339-7
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